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FUNCTIONS

· Aluminum Alloy Material with Surface Spray Treatment
· Bottom Inlet
· Waterproof Design & Allows for a Clean Cable Setup
· Available for Wall or Ceiling Mount 
· Indoor / Outdoor Use 

DIMENSIONS

AVM-PCMT-FE1 CEILING/PENDANT MOUNT
CEILNG/PENDANT MOUNT FOR IP FISHEYE CAMERAS; AVC-PHN61FLT

Unit : inch (mm) 

AVM-PCMT-FE1
CEILING/PENDANT MOUNT
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SPECIFICATIONS

Material
Color

Working Temperature
Working Humidity
Ingress Protection

Weight
Load Bearing

Dimensions

GENERAL 
Aluminum Alloy
White
-40°C~60°C (-40°F~140°F)
10~90% (Non-Condensing)
IP66
0.8 lbs 
Surface = 3X Weight of Camera + Junction Box
5.48”x 1.59” (139.3mm x 40.5mm)

 

This waterproof, outdoor rated ceiling/pendant mount is 
designed to house and protect cable connections when used 
with IP fisheye cameras. This mount can be on wall or ceiling 
surfaces and can withstand temperature ranges from -40° - 
140°F.

13
1.

1 
m

m

22
0.

7 
m

m

131.1 mm


