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FUNCTIONS DIMENSIONS

ENTERPRISE GIGABIT GATEWAY/MESH CONTROLLER

AC Controller, Mesh Networking, Compatible with ANAP18005Q

AIVO Network's ANAC100 is an enterprise gigabit gateway / mesh controller. 
The product holds 5 gigabit ports. This product is compatible with the 
ANAP18005Q. Contained in the package is the controller, a Cat5e Ethernet 
cable, a power cord, rack ears, and rack screws.

Unit : inch (mm) 

ANAC100
ENTERPRISE GIGABIT GATEWAY/MESH CONTROLLER
 

. . . . . . . . . . . . . . . 

• Gigabit Gateway and Wireless Mesh Network Controller
• 5 Gigabit Ports
• 1 dedicated Gigabit WAN port
• 1 dedicated Gigabit LAN port
• 3 assignable Gigabit ports LAN/WAN ports for advanced configurations
such as load balancing and separated LANs
• Integrated Firewall
• Serial Console Port for CLI
• Ability to integrate multiple AIVO WiFi APs for true Wireless Mesh
coverage
• Easy to use Configuration Wizards available
• Rack mount ears included for rack installation
• Integrated Power Supply, 100~240VAX, 50 Hz / 60 Hz
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Chipset
RAM

On-board Flash
WAN Port(s)

Lan Port(s)
Assignable Port(s)

USB Port(s)
Console Port(s)

Hardware Buttons
Power Supply

Indicator Lights
Power Consumption

MTBF
IP Rating

Mounting
Weight

Dimensions
Work Environment

Storage Environment

DESCRIPTION
MT7621 800Mhz CPU
512MB
16MB
1 dedicated Gigabit WAN Port
1 dedicated Gigabit LAN Port
3 assignable Gigabit WAN/LAN Ports
2; 1 x USB 2.0, 1 x USB 3.0
1 RJ45 Serial Console Port
1 x Reset button, 1 x Power button
Integrated PSU 100~240VAC, 50 Hz / 60 Hz
Power, System
<10W
>250,000 hrs
IP31
Desktop, Wall or Rack
0.26 lbs
17.38” x 9.88” x 1.75” (440 x 250 x 44mm)
14°F ~ 149°F, 10% ~ 90% RH, Non-condensing
-40°F ~ 158F, 5% ~ 95% RH, Non-condensing

SPECIFICATIONS


